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Kuhlman Corporate Office, Maumee, Ohio.  
Lafarge Masonry Cement is used for the brick  
mortar joints.

Quality control
Lafarge’s quality control program  
ensures that all products are tested for  
conformance to ASTM Standards. Tests 
include strength, workability, water  
retention, board life and plasticity. The 
products are tested and inspected to 
ensure that Lafarge provides the finest, 
most consistent color masonry cement 
products on the market.

State-of-the-art  
production facility
The recently updated and automated 
Lafarge facility ensures product quality 
and consistency. The Lafarge production 
team ensures that the market is provided 
with superior masonry products.
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Product Name
Lafarge Masonry Cements:
Type N, Type S and Type M

Manufacturer
Lafarge North America Inc.
Lafarge Building Materials Inc.
12018 Sunrise Valley Drive
Suite 500
Reston, VA 20191

www.lafarge-na.com 

Product Description
>	 Basic Use Lafarge Masonry Cements 
are specially formulated and manufac-
tured for the production of masonry 
mortar for use in brick, block, and stone 
masonry construction. Masonry cements 
may also be used to produce stucco.

>	 Composition and Materials Lafarge Ma-
sonry Cements are composed of portland 
cement, plasticizers, and other agents 
which promote enhanced workability and 
extended board life. These components 
are proportioned at the cement plant  
under controlled conditions to assure 
uniformity of performance.

>	 Types Lafarge Masonry Cements are 
produced in Type N, Type S and Type M.

Technical Data
> Applicable Standards Lafarge Ma-
sonry Cements conform to ASTM C 91, 
the “Standard Specification for Mason-
ry Cement,” used in the production of  
mortars, Type N, Type S and Type M in 
compliance with the proportion or prop-
erty sections of ASTM C 270.

Limitations
Lafarge Masonry Cements are designed 
to be mixed with sand and water to  
produce masonry mortar. The addition 
of hydrated lime to a Lafarge mason-
ry cement mortar at the job site is not  
required or recommended. 

Precautions
Direct contact with wet cement should 
be avoided.  If contact occurs, the skin 
should be washed with water as soon as 
possible.  Exposure can cause serious, 
potentially irreversible tissue destruction 
in the form of chemical (caustic) burns.  
If cement gets into the eyes, immediate-
ly rinse thoroughly with water and seek 
medical attention.  For more information, 
reference the applicable Lafarge Materi-
al Safety Data Sheet (MSDS). The MSDS 
should be consulted prior to use of this 
product and is available upon request 
and online at www.lafarge-na.com.

Limited Warranty
Lafarge warrants that Lafarge Color Ma-
sonry Cements meet applicable ASTM 
requirements. Lafarge makes no other 
warranty, whether of merchantability 
or fitness for a particular purpose with 
respect to these products. Having no 
control over their use, Lafarge will not 
guarantee finished work in which these 
products are used.

Physical Properties
Lafarge Masonry Cement mortars provide 
an excellent level of performance in the 
functional areas of workability, strength, 
durability and appearance.

The following is a general guide for selec-
tion of mortar type. Other factors such 
as type and absorption of masonry units, 
climate and exposure, applicable build-
ing codes and engineering requirements 
should also be considered.

Colors
Lafarge Masonry Cements are available  
in a variety of colors as well as in natural 
grey.

Recommended Guide  
for Selection of Mortar Type

Building Segment Mortar Type

Exterior above grade

load-bearing S

non-load-bearing N

parapet wall S

Exterior at or below grade  
and pavers

 
S or M

Interior

load-bearing N or S

non-load-bearing N

CEMENT

Call an  
experienced  
professional 

Lafarge will be delighted to answer 
any questions about its colors 
and assist in the selection of the 
ideal masonry cement formula-
tion for a particular project.

1-800-331-0022
Certain products are available only  
in particular geographic areas. 
Please consult the local Lafarge 
Cement representative for specific 
product availability and ordering.

Specification Data
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LAFARGE Whitestone LAFARGE Beige 

LAFARGE Ivory Buff LAFARGE Canyon Brown

LAFARGE Savannah Ivory LAFARGE Lite Beige

LAFARGE Porcelain LAFARGE San Tan

LAFARGE Blush LAFARGE Clay Pink

LAFARGE Khaki LAFARGE Cordova Tan

LAFARGE Oyster LAFARGE Red

LAFARGE Seaside LAFARGE Dark Brown

LAFARGE Lite Buff LAFARGE Charcoal

LAFARGE Navajo LAFARGE Black

LAFARGE Limestone LAFARGE Magnolia® Mason’s Mix

LAFARGE Brown LAFARGE Magnolia® Type “S”

LAFARGE Putty LAFARGE Magnolia® Dark

LAFARGE Sahara LAFARGE Magnolia® Ultra Dark

LAFARGE Georgia Red LAFARGE Magnolia® Buff

Colors shown approximate actual color mortar joints, but cannot be relied upon to be exact.  Please contact your Lafarge Cement representative to request sample color mortar sticks.
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Custom Colors
All Lafarge Custom Color Cements as well as Lafarge Eaglebond® Portland & Lime and Lafarge Superbond® Mortar Cement are 
available in pre-mixed formulations. 
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LAFARGE NORTH AMERICA INC.
Lafarge Building Materials Inc.
12018 Sunrise Valley Drive
Suite 500
Reston, VA 20191

www.lafarge-na.com


